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\ REIMFORCEMENT
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BUBBLE /FOIL/BUBBLE 5/16" THICK

SLAB
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Under Slab on Grade

1. Unroll Concrete Barrier rFoil on the gravel sub base.

2. Butt the seams

3. Seal the seams with rFoil White Poly Tape (3" Wide).

BUILDERS NOTE: As with any insulation or vapor barrier, adding 1"
of sand over Concrete Barrier rFoil will facilitate water drainage,
shorten the actual curing time and reduce the potential for cracking

and spalling.
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Concrete Barrier rFoil
(bubble/foil/bubble)
used as vapor / radon
barrier and insulation.

(Drawings available at
JTGMUIR.COM)

Concrete Barrier rFoil
(bubble/foil/bubble)
used as vapor / radon
barrier and insulation.
Edge slab insulation
by others.

(Drawings available at
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Concrete Barrier rFoil

(bubble/foil/bubble)
RADIANT TUBING TIED has been widely used
o TO 6" FLAT MESH X
11 /27 MINIMUM THERMAL MASS under gypsum radiant
/ topping slabs to

dramatically improve
heating system
response time and
reduce heat loss.
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(Drawings available at
6" FLAT MESH LAID ON FLOOR JTGMUIR.COM)

TOPPING SLAB, GYPSUM OR CONCRETE

3 SCALE: NOMWE

BUILDERS NOTE: When

Topplng Slab pouring concrete, use a
Unroll Concrete Barrier rFoil. Cut material to fit flush with walls. dry mix to avoid spalling.

2. Butt the seams. As with all thin slabs,

3. Seal the seams with rFoil White Poly Tape (3" Wide). fibermesh or other

4. Apply 6" flat reinforcement. reinforcement is

5. Install Radiant heating and pour the underlayment over the recommended to avoid
Concrete Barrier rFoil as usual. cracking.

6. When using Gypsum or Concrete, consult their installation

directives if availahle
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BUBELE, FOIL/ BUBBLE 5/16" THICK

SRS (Drawings available at
IF ACCESSIHLE ADD ADDITIONAL INSULATION JTGMUIRCOM)
) TOPPING SLAB — RAISED FLOOR
SCALE: NONE [GYFSUM OR CONCRETE)

BUILDERS NOTE: Consult
manufacturer's installation

. directives for gypsum
Gypsum Raised Floor flooring underlayment.

7. Unroll Concrete Barrier rFoil. Cut material to fit flush with walls.
8. Bultt the seams.
9. Seal the seams with rFoil White Poly Tape (3" Wide).
Install Radiant heating and pour the gypsum over the Concrete Barrier rFoil as usual.



RADIANT SLAB

MATERIAL SAFETY DATA SHEET

May 2001
SECTION 1: PRODUCT IDENTIFICATION.
NAME: CONCRETE BARRIER rFOIL™
DESCRIPTION: BUBBLE / FOIL / BUBBLE - REFLECTIVE INSULATION VAPOR AND RADON
BARRIER / METHANE BARRIER
MANUFACTURER: COVERTECH FABRICATING INC.
ADDRESS: 10 DANSK COURT UNIT 6
ETOBICOKE, ONTARIO, CANADA
MOW 5T8
TELEPHONE: 888-313-3258
FAX: 866-833-9787

SECTION 2: HAZARDOUS INGREDIENTS.

THESE PRODUCTS ARE NOT CONSIDERED TO BE HAZARDOUS, AND ARE NOT CLASSIFIED
AS'CONTROLLED PRODUCTS'. THEY COMPRISE PRINCIPALLY OF POLYETHYLENE AND ALUMINUM FOIL
THAT ARE NON HAZARDOUS.

SECTION 3: PHYSICAL DATA.

BOILING POINT: NOT APPLICABLE
TEMPERATURE RANGE: -50°F to 180°F / -46°C to 82°C

WATER VAPOUR PERM: <0.01 perms

APPEARANCE: FLEXIBLE SHEET

ODOUR: NONE

SECTION 4: FIRE & EXPLOSION DATA.

FLAME SPREAD: NOT TESTED

SMOKE DEVELOPMENT: NOT TESTED

EXTINGUISHING MEDIA: C02, DRY CHEMICAL, WATER OR FOAM

USUAL FIRE HAZARDS: BUBBLE BARRIER FOIL MATERIALS ARE NOT HIGHLY FLAMMABLE, BUT

IN CONTACT WITH FLAME THEY WILL MELT AND BURN.

SECTION 5: REACTIVITY DATA.

STABILITY: PRODUCTS ARE STABLE AND INERT TO MOST CHEMICALS. NONE CAUSE
A VIOLENT REACTION. INCOMPATABILITY:
CONSULT WITH MANUFACTURER PRIOR TO USING AS A
CONTAINMENT OR BARRIER FOR CHEMICALS OTHER THAN

WATER.

SECTION 6: HEALTH HAZARD DATA.

INHALATION: NONE.

EYES & SKIN: NONE.

INGESTION: PRODUCTS SHOULD NOT BE EATEN OR KEPT IN CONTACT
WITH FOOD

SECTION 7. SPECIAL PRECAUTION & HANDLING INFORMATION.
GENERALLY THE PRODUCTS REQUIRE NO SPECIAL PRECAUTIONS WHEN HANDLING. HOWEVER THE
PRODUCTS MAY BECOME SLIPPERY WHEN WET, AND CARE SHOULD BE TAKEN WHEN WALKING ON THIS.

SECTION 8: FIRST AID MEASURES:
NOT APPLICABLE

NOTE: THE INFORMATION CONTAINED IN THIS SHEET IS DISCLOSED IN GOOD FAITH AND IS PROVIDED
TO THE BEST KNOWLEDGE OF THE MANUFACTURER. NEVERTHELESS IT IS NOT A WARRANTY AND
COVERTECH FABRICATING INC. ASSUMES NO RESPONSIBILITY FOR DAMAGES INCURRED FROM THE



USE OR INABILITY TO USE THE PRODUCT.



